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LABEL (3X)
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LABEL MUST WRAP ALL WIRES
103

FOR EACH BRANCH (3X)

104

12

WIRES (3) MUST BE TWISTED
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3.5mm JACK
PINOUT

1in (REF)
HEATSHRINK

(3X)

12in .13in (ALL BRANCHES)

P1
J1

(OUT)
J2

(MIC1)
J3

(LINE) WIRE SIGNAL

1 2 W1 - BLACK OUT R
2 2 W2 - BROWN MIC1 R
3 1 W3 - RED OUT L
4 1 W4 - ORANGE MIC1 L
5 3 W5 - YELLOW AUDIO GND
6 3 W6 - GREEN AUDIO GND
7
8
9
10
11
12
13
14 2 W4 - ORANGE LINE R
15
16 1 W6 - GREEN LINE L
17
18 3 W8 - VIOLET (PURPLE) AUDIO GND
19
20
21
22
23
24
25
26
27
28
29
30

WIRE LIST

NC
NC
NC
NC

NC
NC

NC

NC

NC

NC

NC

NC
NC

NC
NC

NC

NC
NC
NC
NC
NC

DET. REF. DESCRIPTION MANUFACTURER MFG. P/N QTY.

101 P1 HOUSING, 1.25mm PITCH DUO-CLASP MOLEX 503110-3000 1
102 P1 TERMINAL, DUO-CLASP MOLEX 501930-1100 9
103 4" WIRE TIE PANDUIT PLT1M-M OR EQUIVALENT 3
105 HEATSHRINK TUBING, 3:1 HIGH SHRINK RATIO POLYOLEFIN ALPHA WIRE FIT-321-1/4 3"
106 J1-3 3.5mm STEREO PHONO JACK MOUSER MJ-074N (161-7400-EX) 3
W1 WIRE, 28 AWG, BLACK MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E 12"
W2 WIRE, 28 AWG, BROWN MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E 12"
W3 WIRE, 28 AWG, RED MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E 12"
W4 WIRE, 28 AWG, ORANGE MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E 24"
W5 WIRE, 28 AWG, YELLOW MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E 12"
W6 WIRE, 28 AWG, GREEN MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E 24"
W8 WIRE, 28 AWG, VIOLET (PURPLE) MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E 12"


