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MARK PART NUMBER USING 1/8 HIGH ©©
e NITY G CHARACTERS (MAX>, COLOR TO BE HIGH ¢ Position
CONTRAST., CHARACTERS TO BE
PERMANENT, METHOD OF MARKING SEE VIEW A NOTES:
OPTIONAL, METHOD OF MARKING SHALL NOT SEE NOTE 2,3 -
DEGRADE CABLE. LOCATE APPROX AS SHOWN., 1. INSTALL P!l PRIOR TO SPLITTING RIBBON
CABLE., SPLIT TO BE FLUSH TO WITHIN
DET | REF DESCRIPTION MANUFACTURER MPART NO. WIN, NO. -1 | 100 .20 INCHES OF P1. SPLIT RIBBON CABLE
100 | EI | CABLE, MULTI IO, W/PS2 KYBD CBL-247-1 1 IA'\]IJJSA%CET\]TMA\;‘I%%SAS bTIETTHJDD SIEGéQFéEIIZTTING
CABLE OPTIONAL.
101 | x RIBBON CONN. 50 PIN PANDUIT 050-050-455 | 270-0050-455 1 CAD MUODEL FIND CHART 2 ID,\{/SI-:TRA%DEEERE%IAISgEIACTE SCHDRI\%HEC%UDBI&Q.G
102 STRAIN RELIEF, 50 PIN PANDUIT 050-000-050 | 271-0050-500 1 EHEET E%/ CAD MODEL ID NO 3 INSTALL 3/16” ID. HEAT SHRINK TUBING
103 |** | DSUB, 9PIN MALE ALPHA FCC-282-9 | 272-0009-200 2 ' OVER AREA OF RIBBON CABLE THAT IS
: 1 B CBL24/S1.DWG SPLICED, SOLDERED, “JACKETING CONNECTOR HOUSING
104 | *xx DSUB, 25 SOCKET FEMALE ALPHA FCC-283-25 | 272-0025-100 1 2 CBL247S2.DWG AS SHOWN AT J2. ADD WIRE TIES(2) OVER HEAT SHRINK
105 6 PIN MINI-DIN FEMALE (PS/2 STYLE) GELLEEC'\T‘R%,Q‘%I:FSIC MDC-166 1 FOR STRAIN RELIEF.
; CUSTOMER APPROVAL DATE y
106 VIRE TEE 4 MOUSER 2 UNLESS BERISE SeECITED WinSystems, Inc.
TOLERANCE “THE STD BUS AUTHORITY”
W1 |*%x | 28AWG, RIBBON CABLE PANDUIT 050F28V10-C | 269-0010-000 147 FRACTIONS:  ANGELES: * 172 ™ cponual DATE
* ALT. IDC CONN., MAY BE USED, MUST MEET MIL-C-83503. — —— CBL-247-1 (CABLE, MULTI 10, W/PS2 KYBD
*x ALT. D-SUB MAY BE USED, MUST MEET MIL-C-24308 T =
DRAFT/DESIGN DATE c | 1aue7 CBL-247-1 | B
o ALT. WIRE MAY BE USED, MUST BE STYLE ULE6SL M.BROWNING| 05/16/00 [seae 171 cap o caroarsiows | seer 1 0F 2
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WinSystems, Inc.

“THE STD BUS AUTHORITY”

CBL-247-1 (CABLE, MULTI I0,W/PS2 KYBD)
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