[ CBL-AUDIO2-102-12A]" A
REVISION INFORMATION
NOTE: REV. | DESCRIPTION DATE [ NAME
1. ASSEMBLY MUST COMPLY WITH SPECIFICATIONS OF MANUFACTURE AND ACCEPTANCE (RoHS M&A) A_| NewoRAWNG | oarzerzon | v.TRAN
OF RoHS COMPLIANCE CABLE AND CABLE ASSEMBLY FOR WINSYSTEMS INC.
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LABEL (3X)
WIRE LIST 1in (REF)
J1 32 13 3 HEATSHRINK =~ ——-—
P1 ©un |icy| e WIRE SIGNAL (3x)
1 2 W1 - BLACK OUTR
2 2 W2 - BROWN MIC1R
3 1 W3 - RED OuT L
4 1 W4 - ORANGE MIC1 L
5 3 W5 - YELLOW AUDIO GND
6 3 W6 - GREEN AUDIO GND
7 NC
8 NC 2 1
9 NC
10 NC 3.5mm JACK
0 NG PINOUT
12 NC
13 NC
14 | | 2 Jwa-orANGE | ER DET. | REF. DESCRIPTION MANUFACTURER MFG. P/N QTY.
15 NC
20 [ 2 Jwe- GREECN [ uneL 101 | PL |HOUSING, 1.25mm PITCH DUO-CLASP MOLEX 503110-3000 1
5 [ 3 [ws violer PURPLE) | AUDIO GND 102 | P1 [TERMINAL, DUO-CLASP MOLEX 501930-1100 9
19 NC 103 4" WIRE TIE PANDUIT PLTIM-M OR EQUIVALENT 3
20 NC 105 HEATSHRINK TUBING, 3:1 HIGH SHRINK RATIO POLYOLEFIN | ALPHA WIRE FIT-321-1/4 3"
Z ":g 106 | J1-3 [3.5mm STEREO PHONO JACK MOUSER MJ-074N (161-7400-EX) 3
> NG w1 WIRE, 28 AWG, BLACK MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E | 12"
2 NG w2 WIRE, 28 AWG, BROWN MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E| 12"
25 NC w3 WIRE, 28 AWG, RED MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E | 12"
26 NC W4 WIRE, 28 AWG, ORANGE MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E | 24"
;73 Eg W5 WIRE, 28 AWG, YELLOW MIL-STD UL1429 (IRRPVC) or MIL\W-16878 Type E | 12"
o NG w6 WIRE, 28 AWG, GREEN MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E| 24"
30 NC w8 WIRE, 28 AWG, VIOLET (PURPLE) MIL-STD UL1429 (IRRPVC) or MIL-W-16878 Type E | 12"
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