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REVISION INFORMATION
REV. DESCRIPTION DATE NAME
NOTE: A__| NEW DRAWING 08/22/2010 | V.TRAN
1. ASSEMBLY MUST COMPLY WITH SPECIFICATIONS OF MANUFACTURE AND ACCEPTANCE (RoHS M&A) B | CHANGED MAN PART NOMBERTO 100 | 037147201 | V- TAN
OF RoHS COMPLIANCE CABLE AND CABLE ASSEMBLY FOR WINSYSTEMS INC.
14.00in +0.13in
WIRE TIES ARE SPACING 4INCHES APART
FOR ENTIRE CABLE LENGTH (TOTAL OF 3)
REV.B RoOHS xxyy
. WIRE LIST
— .25in (REF.) LABEL MUST WRAP ALL WIRES
Ji WIRE SIGNAL
1 |W1-BLACK OUTR
2 |W2-BROWN MIC1R
lin (REF.) 4in (TYP.) 3 WS -RED OourL
4 |W4 - ORANGE MIC1 L
5 |W5 - YELLOW AUDIO GND
6 |W6 - GREEN AUDIO GND
7 |W7-BLUE SUR R
8 |W8 - VIOLET (PURPLE) MIC2 R
9 |W9 - GREY (SLATE) SUR L
10 |W10 - WHITE MIC2 L
11 |W1-BLACK AUDIO GND
12 |W2 - BROWN AUDIO GND
13 |W3-RED CENTER
14 |W4 - ORANGE LINER
15 |W5 - YELLOW LFE
16 |W6 - GREEN LINE L
DET. REF. DESCRIPTION MANUFACTURER MFG. P/N QTY. 17 |W7-BLUE AUDIO GND
101 J1 JHOUSING, 1.25mm PITCH DUO-CLASP MOLEX 503110-3000 1 18 |W8 - VIOLET (PURPLE) | AUDIO GND
102 J1 JTERMINAL, DUO-CLASP MOLEX 501930-1100 30 19 W9 - GREY (SLATE) SIDE R
103 4" WIRE TIE PANDUIT OR EQUIVALENT PLT1M-M OR EQUIVALENT 3 20 |W210 - WHITE CDR
W1 WIRE, 28 AWG, BLACK MIL-STD / UL1429 MIL-W-16878/1-BCB-0 / UL1429 (IRRADIATED. PVC) 42" 21 |w1 - BLACK SIDE L
W2 WIRE, 28 AWG, BROWN MIL-STD / UL1429 MIL-W-16878/1-BCB-1 / UL1429 (IRRADIATED. PVC) 42" 22 |W2 - BROWN CDL
W3 WIRE, 28 AWG, RED MIL-STD / UL1429 MIL-W-16878/1-BCB-2 / UL1429 (IRRADIATED. PVC) 42" 23 |W3-RED AUDIO GND
W4 WIRE, 28 AWG, ORANGE MIL-STD / UL1429 MIL-W-16878/1-BCB-3 / UL1429 (IRRADIATED. PVC) 42" 24 |W4 - ORANGE CD GND
W5 WIRE, 28 AWG, YELLOW MIL-STD / UL1429 MIL-W-16878/1-BCB-4 / UL1429 (IRRADIATED. PVC) 42" 25 |W5 - YELLOW HEAD R
W6 WIRE, 28 AWG, GREEN MIL-STD / UL1429 MIL-W-16878/1-BCB-5 / UL1429 (IRRADIATED. PVC) 42" 26 |W6 - GREEN AUDIO GND
W7 WIRE, 28 AWG, BLUE MIL-STD / UL1429 MIL-W-16878/1-BCB-6 / UL1429 (IRRADIATED. PVC) 42" 27 |W7 -BLUE HEAD L
W8 WIRE, 28 AWG, VIOLET (PURPLE) MIL-STD /7 UL1429 MIL-W-16878/1-BCB-7 / UL1429 (IRRADIATED. PVC) 42" 28 |W8 - VIOLET (PURPLE) AUDIO GND
W9 WIRE, 28 AWG, GREY (SLATE) MIL-STD / UL1429 MIL-W-16878/1-BCB-8 / UL1429 (IRRADIATED. PVC) 42" 29 |W9 - GREY (SLATE) AUDIO GND
W10 WIRE, 28 AWG, WHITE MIL-STD / UL1429 MIL-W-16878/1-BCB-9 / UL1429 (IRRADIATED. PVC) 42" 30 |W10 - WHITE AUDIO GND
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